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" ZF11-245 (L) Gas Insulated Switchgear

Rated Voltage:  245kV

Rated Current:  3150A Rafed Frequency:

Rated Current for Busbar.. 31504 _Enclosure Design Pressure:  0.9/0.71MPa

Lightning Impulse Withstand Voltage Aross t\he open contacts / Between phases:  1050+200 / 1050kV
2 b \“‘

Rated Short—éime Withstand Current: 50kA. Rated Peak Withstand Current:  125kA

SF6 Rated / Lockout Préssure (20C ) :Circuit Breaker 0.6/0.5MPa Other Compartments 0.5/-MPa
g
Disconnector. Spring / Motor Mechanism Power Supply:

DC220V
Ea'rlhiné Switch Spring / Motor Mechanism Power Supply:

DC220V
Unit Transport Weight - kg %
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ZF11-245 (L) Gas Insulated Switchgear

Rated Voltage:  245kV , Rated Current:  3150A Rated Frequency:  50Hz
Rated Current for Busbar.  3150A Enclosure Design Pressure:  0.9/0.71MPa
Lightning Impulse Withstand Voltage Aross the open contacts / Between phases:  1050+200 /1050kV
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""'tﬁated Short-time Withstand Current: 50kA Rated Peak Withstand Current:  125kA

SF6 Rated/Lockout Pressure (20°C ) :Circuit Breaker 0.6/0.5MPa Other Gompartments 0.5/-MPa
Disconnector Spring / Motor Mechanism Power Supply: DC220V
Earthing Switch Spring/ Motor Mechanism Power Supply: ~ DC220V

Unit Transport Weight - kg
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¥  Current Transformer for ZF11-245
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Operating mechanism
Type Serial No.
Motor voltage Vv
Control voltage 'V

Werght kg Producing date—
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O Earthingws'witch N\

Rated voltage[245]1kV

Rated frequency[50] Hz

Rated peak withstand current(peak) [125]1kA
Rated short-time withstand current [S0]kA
Power Frequency Withstand Voltage [4601kV
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Motor voltage goio
Control voltage P&

Weight IREE® ¢
PINGGA(
SR

<) TFast disconnector
Rated voltage[245]1kV

Rated frequency[501 Hz
Rated peak withstand current(peak) [125]kA

Rated short-time withstand current [501kA
Power Frequency Withstand Voltage [4601KV
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